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The next generation of the TD249 Time & Date stamp 

Ticket Dispenser, the E249 provides an updated aesthetic 

and print technology, while retaining the reliability, ease 

of use and low cost of the ticket dispenser that started the 

industry.  Versatile and reliable, the E249 Electronic  

Ticket Dispenser presents a time & date thermal ticket 

printer with optional barcode, within easy reach of the 

motorist. This straight forward no hassle product will en-

sure years of trouble free operation. 

 

FEATURES 

 Barcode and Time & Date thermal printed ticket 

 Housing made of folded and welded 16 gauge steel 

 Side doors for easy access to ticket stock and print 

mechanism 

 Built in thermostatically controlled 400W heater 

 Internal test dispense button 

 Available in 120 or 220V AC, 50 or 60 Hz.  

 Flashing Ticket button, with detector  and/or gate   

interlock 

 Two line, sixteen character digital display of time and 

date, at eye level to the parker 

 Field Programmable Custom Text on ticket (2 lines 

x 32 characters) 

 Microprocessor controller 

 Real-time clock 

 12 or 24 hour clock 

 Lot-Full input 

 Reliable low expense thermal print technology 

 Error code display to aid programming 

 Battery back up for clock, and RAM memory 

 

CABINET 

New slim line cabinet allows for installation in loca-

tions too small for traditional ticket dispenser cabi-

nets. 

 

The seam welded cabinet is constructed from 16 

gauge steel with polyester powdered finish for supe-

rior corrosion resistance. 

 

 Four internal bolt holes are provided for easy 

mounting. 

 Dual gasketed access doors provide easy access to 

internal ticket roll and controller.  Doors are easily 

removable to allow access in tight spaces. 

 Dimensions: Approximately 44” Height x 10” 

Wide  x 13” Deep (From Face) Ticket Dispenser 

Chute 37” from surface when unit is mounted on 

recommended 6” high island. 

 

TICKETS 

 Ticket Dimensions 4 1/4” X 2 1/4”   

 Capacity 3500 per roll. 

 

OPTIONS 

 Intercom Sub-Station 

 Mounted Card Reader 

 White Or Yellow Cabinet Color 
  
FOR USE WITH 

 Flex-18, G89E, G89-PLC Gates, & PG4 Fee          

Computer 
 


